
Specifications
• 	Design Standard: 
   API609, BS6364 
• 	Nominal Size:
   8” (200mm) ~ 48” (1200 mm)
• 	Pressure
   Class 150 / 300 / 600
• 	Temperature: 
   -196°C ~ +350°C
• Connection:
   	BW
• Medium: 
   LNG, LO2, LN2 etc.
• 	Test Standard: 
   BS6364
• 	Operation: 
   Manual, Pneumatic, 
   Electric, Hydraulic.

Main Parts 
& Materials
• 	Body: Austenitic stainless 
   steel (casting)
• 	Disc: ASTM A351 
   CF8/CF8M/CF3/CF3M
• 	Stem: ASTM A182 
   316/A479 XM-19
• 	Seat Seal Ring: 
   SS316L + Graphite
• 	Packing: 
   PTFE / Graphite.

Note: Cold box flange can be 
            designed upon request.

• One-way seal
• Special metal combination 
   for valve seat
• Customized extended stem

• Small torque, long life 
• Online maintenance
• Degreasing treatment 
   in oxygen medium.

Please contact us for other 
applications.
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Connections & Dimensions Connections & Dimensions

Note: All dimensions are in mm. Note: All dimensions are in mm.

ASME Class 150

200	 8″	 650	 205	 69	 250	 710	 215	 300	 1970
250	 10″	 700	 220	 81	 265	 760	 250	 400	 2690
300	 12″	 700	 215	 94	 280	 850	 280	 400	 3950
350	 14″	 750	 240	 104,5	 356	 900	 315	 500	 5300
400	 16″	 800	 260	 104,5	 356	 1000	 360	 600	 7750
450	 18″	 810	 260	 130	 397	 1100	 395	 600	 9900
500	 20″	 870	 290	 130	 397	 1150	 440	 600	 12200
550	 22″	 880	 290	 140	 440	 1220	 470	 600	 16200
600	 24″	 920	 290	 140	 440	 1250	 505	 600	 19800
700	 28″	 960	 300	 182	 480	 1400	 575	 700	 27800
800	 32″	 1050	 320	 182	 480	 1550	 660	 700	 36000
900	 36″	 1170	 375	 209	 501	 1661	 740	 800	 46000
1000	 40″	 1290	 400	 256	 541	 1700	 760	 800	 65500
1100	 44″	 1440	 450	 246	 515	 1900	 800	 800	 82000
1200	 48″	 1600	 520	 246	 515	 1950	 945	 800	 96000

		  Size		  L	 L1	 L2	 L3	 H	 H1	 Ø	 Cv
	mm		  inches	

ASME Class 600

200	 8″	 830	 280	 130	 397	 800	 260	 400	 1080
250	 10″	 890	 320	 130	 397	 950	 300	 400	 1800
300	 12″	 940	 360	 130	 397	 1000	 340	 500	 2650
350	 14″	 990	 400	 182	 480	 1050	 380	 600	 4080
400	 16″	 1050	 410	 182	 480	 1100	 410	 600	 5300
450	 18″	 1130	 470	 182	 480	 1150	 490	 600	 7400
500	 20″	 1170	 480	 209	 501	 1350	 520	 600	 9400
550	 22″	 1230	 490	 256	 541	 1350	 550	 700	 11900
600	 24″	 1260	 550	 279	 631	 1450	 610	 800	 13600
700	 28″	 1390	 590	 343	 657	 1550	 750	 800	 20500
800	 32″	 1500	 670	 381	 674	 1700	 760	 800	 26500
900	 36″	 1590	 730	 381	 674	 1800	 850	 800	 32900

		  Size		  L	 L1	 L2	 L3	 H	 H1	 Ø	 Cv
	mm		  inches	

ASME Class 300

200	 8″	 650	 205	 104,5	 336	 750	 220	 400	 1250
250	 10″	 715	 225	 104,5	 336	 850	 260	 400	 2400
300	 12″	 750	 240	 104,5	 356	 900	 300	 500	 3600
350	 14″	 850	 280	 130	 397	 1000	 335	 600	 4800
400	 16″	 860	 290	 140	 440	 1050	 370	 600	 6300
450	 18″	 920	 300	 140	 440	 1100	 410	 600	 8000
500	 20″	 940	 315	 182	 480	 1180	 450	 600	 10800
550	 22″	 1020	 350	 182	 480	 1180	 470	 600	 13800
600	 24″	 1050	 370	 182	 480	 1300	 520	 700	 16200
700	 28″	 1120	 400	 256	 541	 1550	 650	 700	 22500
800	 32″	 1240	 450	 246	 515	 1650	 725	 800	 33100
900	 36″	 1350	 520	 279	 631	 1720	 775	 800	 42100
1000	 40″	 1470	 570	 343	 657	 1850	 795	 800	 49000
1100	 44″	 1600	 630	 402	 842	 1900	 875	 800	 61200
1200	 48″	 1640	 660	 381	 674	 2000	 945	 800	 69500

		  Size		  L	 L1	 L2	 L3	 H	 H1	 Ø	 Cv
	mm		  inches	

 Valve
Series


	



